
Product Description

REPAIRS

Uses
La SpeedSet has been specially designed to provide a fast set 
repair in concrete floors and pavements and is particularly 
useful where traffic must be kept flowing with minimum down 
time.
La SpeedSet will be of particular interest to Industrial and 
highway maintenance engineers, airport authorities or 
anywhere that pot holes in concrete cause a hazard to 
pedestrian and wheeled traffic.

La SpeedSet is a single component cement based polymer 
modified trowelable quick setting repair mortar. La SpeedSet 
is a blend of inorganic cements, additives to modify and 
control the rate of setting and strength gain, with selected 
hard wearing aggregates. La SpeedSet does not contain 
calcium chloride.

La SpeedSet has been designed for the patching of small 
areas of concrete i.e., individual patches requiring not more 
than 12.6 litre yield per 25kg bag of La SpeedSet.

The blend of cements eliminates shrinkage with the 
consequent reduction of stress at the bond line. Long lasting 
adhesion is ensured by the use of La Bond AR based bonding 
agent.

Advantages

Application instructions

Surface preparation
Successful repairs to concrete depend totally on correct 
surface preparation.  All surfaces must be structurally sound, 
clean and completely free of laitance, oil, dust, grease, plaster, 
paint, corrosion and any other deleterious substances. 
Laitance should be mechanically removed by high pressure 
water blasting, grit blasting or a combination of both. Oil and 
grease deposits, should be removed by steam cleaning or 
detergent scrubbing, or with use of a proprietary degreaser.
Smooth surface should be mechanically roughened by 
scrabbling or needle gun to form a good key. All reinforcing 
steel must be grit blasted to a profile of SA21/2 prior to the 
application of La Barcote ZP anti-corrosive primer.

Edges of the areas for repair must be saw cut straight cut or 
slightly (preferably dove cut) to 12mm and more to avoid 
feather edging. Finally the complete area should be blown 
clean with oil free compressed air.

If bonding agent deemed necessary use La Bond AR as primer 
with 1:1 dilution.

La SpeedSet may be used from a minimum of 12mm to a 
maximum of 50mm thick. If the depth of the pot hole is 
greater than 50mm, individual layers should be scratch keyed 
and allowed to set for a minimum of 2 hours before priming 
and placing the next layer.

Mixing
La SpeedSet must be mixed in a forced action mixer or 
alternatively with a slow speed drill ( 500 rpm) fitted with a 
spiral paddle.

The mixing ratio of La SpeedSet is 25 kg of powder to 
2.75-3.25 Litres of water as per desired workability. The 
recommended amount of water should be put into the 
container and the contents of the La SpeedSet bag be added. 
The mixing time should be at-least 3 minutes to allow smooth 
lump free consistency. Do not delay in placing the mixed 
material, otherwise the available working life will be reduced. 
In general it is recommended that only 1 bag be mixed at any 
one time to ensure that La SpeedSet is placed within its 
working life.

Quick Setting Concrete Repair Mortar

Fast setting - Minimum disruption to traffic

Easy to use - Needs only the addition of water.

Easy to lay - Very easy to apply & finish

Non shrink - Does not crack (care to taken to cure as quickly 
as possible)

High adhesion - Using La Bond AR as primer ensures good 
bonding to concrete substrates.

Durable & Tough surface - Resistant to wear and tear

SpeedSet

Technical Properties

Typical Properties at 270C

Working life  10-15 min.

Initial Setting time  20-25 min.

Traffic Time

Vehicular  12 hours

Pedestrian  2 hours

Compressive strength (N/mm2) at 270 C

3 Hours  : 18
1 Day  : 23
28 Days  : 50

Mixed density  2.0±0.1 g/cc

W/P Ratio 0.12-0.13 

La SpeedSet Repair

Efficient Edge Preparation in Concrete

Dove Tail



Application
Place the mixed material evenly over the primed surface and 
tamp in place with a wooden float to ensure full compaction.
Strike off the surface to the correct level and finish with a steel 
trowel, to fully close the surface.

Curing
La SpeedSet requires curing in accordance with good 
concrete  finish. Preferably using curing compound La 
CureCrete WB immediately after level finish. Protect the 
surface from heavy rainfall to prevent surface scour.

Cleaning
La SpeedSet should be removed from tools with water 
immediately after use. Cured material can only be removed 
mechanically.

Quick Setting Concrete Repair MortarSpeedSet

Health & Safety

Shelf Life

Packaging

La SpeedSet and La Bond AR should not come in contact with 
skin and eyes or be swallowed. La SpeedSet is alkaline. Avoid 
inhalation of dust while mixing La SpeedSet. The use of 
protective clothing, gloves, goggles and barrier cream is 
recommended. A dust mask should be used when handling La 
SpeedSet powder. If contact with skin occurs wash thoroughly 
with plenty of lean water. If irritation persists or if swallowed, 
seek medical attention immediately. Do not induce vomiting.

Coverage and Yield

La SpeedSet when mixed with recommended quantity of 
water will yield 12.6 litres of mixed material.

Fire

La SpeedSet and La Bond AR are non flammable.

La SpeedSet  :  25 kg bags
La Bond AR :  5 & 20 litre containers

Shelf life of 6 months in unopened bags if kept in a dry store.
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Important: La Greens India Pvt. Ltd., products are guaranteed against defective materials and are sold subject to its standard terms and conditions of sale.  It is the Customer’s responsibility to satisfy 
themselves by checking with the Company whether the information is still current at the time of use. The customer must be satisfied that the product is suitable for the use intended. All products comply with 
the properties shown on current Technical Literatures.  However, La Greens India does not warranty or guarantee the installation of the products as it does not have any control over installation or end use 
of the product. All information and particularly the recommendation relating to application and end use are given in good faith.

Manufacturing Unit : 
Plot # AM-5, 1st Stage, Sompura Ind. Area, Dabaspet, 
Nelamangala Taluk, Bangalore (R) (Dist.) - 562 111

+91 80 4993 4734       
info@lagreensindia.com       
www.lagreensindia.com

Goligram, Guskara Road, Near R.S. Rice Mill,
Burdwan - 713 126. West Bengal.

La Greens India Pvt. Ltd.
#688, 2nd Floor, 6th Main, 3rd Block, BEL Layout, 
Vidyaranyapura, Bangalore-560 097


