
Product Description

Uses

La StrucRep CFL are ready to use CFRP laminate that provide 
high tensile strength for flexural reinforcement (plate bonding) 
of concrete, metal, wood and other construction materials.

Advantages

Application Instructions

Surface preparation
Remove from all grease, oil, dust residual curing compound, 
mould release agent or other contaminants that could impair 
adhesion.
Spalled concrete should be cut back to sound concrete and 
made good with suitable La Greens repair products.
For concrete laitance should be removed preferably by light 
sweep blasting or hydro-jetting. Mechanical wire brushing 
may be appropriate for small areas. Apply La BrushSeal as 
primer using roller or brush and wait until dry for the adhesive 
application

Installation of La StrucRep CFL Laminates
Clean the laminate surface with solvent to make a dust free. 
Apply one layer of La StrucRep CL approximately 2-3 mm 
thick onto the substrate & laminate surfaces

Apply the La StrucRep CFL Laminate to the substrate and 
using a roller, exert a constant pressure by moving the tool 
both ways in the longitudinal direction of the laminate

Ready to use Carbon Fibre Reinforced Polymer Laminates

High strength to weight ratio – provides additional 
strength without adding to the ‘dead load’ of a structure

Small profile – does not reduce overhead clearance in 
buildings or parking structures

Available in a range of cross sections – allows for cost 
effective design

Lightweight – easily applied using hand application 
techniques

Fast curing adhesive – quick installation avoiding costly 
downtime of structures or buildings

Simple installation – can be applied insitu to structures in use

Increase the load-bearing capacity (e.g. structural 
conversion following a change in capacity load).

Reduce deflection to structural elements (increase in 
rigidity).

High fatigue enhancement.

Very high strength to thickness ratio.

Limit or cover the fissuring (cracking) states (increase in 
durability)

StrucRep CFL

Health & Safety

Shelf Life

Packaging

For the full health and safety hazard information and how to 
safely handle and use this product, please make sure that you 
obtain a copy of the La Greens Material Safety Data Sheet 
(MSDS).

La StrucRep CFL available in 100m Rolls

La StrucRep CL available in 6kg ( Base : 4kg Hardener : 2kg )

Store under cover, out of direct sunlight and protect from 
extremes of temperature. In tropical climates the product must 
be stored in an air-conditioned

Technical Properties

Density g/cm3 1.5

Tensile Modulus, Typical  150
Value** (GPa)

Inter-laminar Shear Strength (MPa) 65

Tensile Strength,  3000
Mean Value** (GPa)

Tensile Strength, 2500 
Minimum Value** (MPa)

Elongation at Break, % ≥1.7%

Fiber volumetric content >65%

** Values above are typical mean values obtained from

Reference Width Thickness Section
 (in mm) (in mm) (in mm2)

50x1.4 50 1.4 70

100x1.4 100 1.4 140

50x1.2 50 1.2 60

100x1.2 100 1.2 120
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Important: La Greens India Pvt. Ltd., products are guaranteed against defective materials and are sold subject to its standard terms and conditions of sale.  It is the Customer’s responsibility to satisfy 
themselves by checking with the Company whether the information is still current at the time of use. The customer must be satisfied that the product is suitable for the use intended. All products comply with 
the properties shown on current Technical Literatures.  However, La Greens India does not warranty or guarantee the installation of the products as it does not have any control over installation or end use 
of the product. All information and particularly the recommendation relating to application and end use are given in good faith.

Manufacturing Unit : 
Plot # AM-5, 1st Stage, Sompura Ind. Area, Dabaspet, 
Nelamangala Taluk, Bangalore (R) (Dist.) - 562 111

+91 80 4993 4734       
info@lagreensindia.com       
www.lagreensindia.com

Goligram, Guskara Road, Near R.S. Rice Mill,
Burdwan - 713 126. West Bengal.
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